
 

 

 

 
   

LOCK WASHER – SHAPE „K“ – BN208010 
(toothed version for electrical connections) 

 
For screws with  

metric thread 

d1 (mm) d2 (mm) h (mm) n min. (mm) s (mm) m (mm) kg / 1000 

M 4 4,10 – 4,48 7,80 – 8,20 1,20 – 1,35 0,10 0,97 – 1,03 1,10 – 1,30 0,25 

M 5 5,10 – 5,48 9,80 – 10,20 1,25 – 1,50 0,30 0,97 – 1,03 1,90 – 2,10 0,41 

M 6 6,10 – 6,48 11,80 – 12,20 1,50 – 1,80 0,30 1,16 – 1,24 2,00 – 2,20 0,71 

M 8 8,20 – 8,78 15,80 – 16,20 1,95 – 2,40 0,30 1,36 – 1,44 2,00 – 2,20 1,50 

M 10 10,20 – 10,78 19,75 – 20,25 2,15 – 2,60 0,30 1,56 – 1,64 2,00 – 2,20 2,68 

M 12 12,40 – 12,98 23,75 – 24,25 2,15 – 2,60 0,30 1,56 – 1,64 2,00 – 2,20 3,85 

 
Available material versions: stainless steel  A4 or Spring steel hardened 420 – 510 HV 10 with zinc flake coating 
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